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253 Decorative Surface Bolts

• Heavy duty, decorative bolt ideal where extra 
strength required
• Decorative 1-1/4” diameter knob fits well with any 
décor and designed to facilitate bolt operation.
• Made from solid brass.
• Meets design requirements of  ANSI/BHMA A156.16.

• Finish: B3
• Length: 8”

• Dimensions: Throw: 1-1/8” Projection: 1-5/16”
Half  Round Rod: 5/8” Overall Width: 1-5/8”

40 Decorative Surface Bolts

• Concealed screw design enhances appearance and 
security.
• Exceptional strength and durability provided by in-
terlocking construction of  heavy gauge track and rod.
• Permanent stop prevents rod disengagement from 
track.
• Tension spring holds bolt in desired position.
• Track assures smooth operation and interlocks with 
side edges of  rod to eliminate marring.
• Decorative 5/8” diameter knob designed to facilitate 
bolt operation.
• Made from extruded brass 
• Packed with both Universal and Mortise Strikes.

• Finishes: B3, B26D

• Lengths: 4”, 6”

• Dimensions: Throw: 15/16”  Projection: 3/4” 
Width: 11/16”

054 Dutch Door Bolts

• Practical, rugged, attractive bolt for application on 
dutch doors as well as other areas.
• Chamfered rod end draws the two leaves of  door 
tightly together.
• Sufficient tolerance provided in strike opening to al-
low for misalignment of  door leaves and also prevents 
binding of  bolt.
• 054 features decorative 1” diameter knob designed 
to facilitate bolt operation.
• Made from solid brass.
• Packed with Standard Strike. 

• Finish: B3

Dimensions:
Throw: 5/8”
Projection: 1-1/8”
Half  Round Rod: 5/8”
Overall Width: 1-5/8”
Rod Length: 4-1/4”
Overall Length, including knob: 4-3/8”

43, 043 Decorative Surface Bolts

• 43 Features attractive 1/2” half-round rods and well-
proportioned guides.
• 043 Features attractive 3/8” half-round rods and 
well-proportioned guides.
• Semi-concealed guides assure smooth operation 
and are positioned under the rod to eliminate mar-
ring the surface of  the bolt.
• Stainless steel tension spring prevents rod disen-
gagement from guide and provides tension to hold 
bolt in desired position.
• 43 Decorative 3/4” diameter knob designed to facili-
tate bolt operation.
• 043 Decorative 1/2” diameter knob designed to 
facilitate bolt operation.
• Made from solid brass or burnished steel.
• Packed with both Universal and Angle Strikes.
• Meets design requirements of  ANSI/BHMA 
A156.16.

• Finishes: B3, B26D
• Lengths: 043-3”, 4”, 6”, 43-4”,6”

• 43 Dimensions: Throw: 1” Projection: 15/16”
Half  Round Rod: 1/2” Overall Width: 1-3/8”

• 043 Dimensions: Throw: 3/4” Projection: 3/4”
Half  Round Rod: 3/8” Overall Width: 1-3/16”

56 Dutch Door Quadrant

• Combines artistry, engineering and craftsmanship to 
provide the most
attractive and rugged dutch door quadrant available.
• Quadrant will not rattle. Assembled with heavy rivet 
and spring washer for constant tension to hold quad-
rant in position.
• Non-handed.
• Made from cast brass.

Finish: B3

Dimensions: Projection: 1-1/4”, Base: 2-3/4” x 1-1/4”
Height: 4-1/2”, Width: 4-3/8”

Surface Bolts
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07 Window Lock

• Designed low to the sash for superior strength and greater
resistance to breakage.
• Vertical and horizontal camming action for snug, non-rattling 
fit.
• Heavy gauge springs provide long-wearing action.
• Made from solid brass, aluminium, or epoxy coated alumium.
• Meets design requirements of  ANSI/BHMA 156.16.

• Dimensions:
Base: 15/16” x 2-9/16”
Strike: 5/8” x 2-9/16”

• Finishes:MB3, MB26D, A3, A92

14 Hook Window Lift

• Facilitates opening of  window in a safe manner.
• May be used singularly or in pairs.
• Made from solid brass

• Dimensions:
Base: 7/8” x 1-5/8”
Projection: 3/4”

• Finish: B3

26 Bar Window Lift/Utility Pull

• Facilitates opening of  window in a safe manner.
• Can also be used as a drawer or utility pull.
• Made from solid brass or Aluminium.
• Meets ANSI/BHMA A156.16.

• Dimensions:
Dimensions:
Base: 1-1/8” x 4-3/4”
Projection: 1-1/8”

• Finishes: MB3, MB26D, A92

026 Bar Window Lift

• Facilitates opening of  window in a safe manner.
• Can also be used as a drawer or utility pull.
• Made from solid aluminium
• Meets ANSI/BHMA A156.16.
• Brass Finishes: B3, B4, B5, B10,

• Dimensions:
Base: 1-1/8” x 4”
Projection: 1-1/16”

• Finishes: A3, A92

4 Window Lock

• Spring actuated lever provides positive direct pull which 
pulls railstogether.
• Stops rattles and drafts.
• When unlocking, lever automatically returns to opened posi-
tion.
• Made from solid brass or wrought steel.
• Meets design requirements of  ANSI/BHMA 156.16.

• Dimensions:
Base: 1-3/8” x 2-5/16”
Strike: 9/16” x 2-1/4”

• Finishes: B3, F3

90 Side Window Lock

• May be used singularly for small windows or in pairs for 
large windows.
• Cam action eliminates rattles and holds window firmly in 
desired position.
• Made from aluminium.

• Dimensions:
1-3/4” x 1-1/8”

• Finish: A3.

0 Open Window Lock

• For locking double hung windows in open position.
• Window unit may be left open at top or bottom or both top 
and bottom.
• Ideal for use where air conditioning unit or fan is used.
• Made from wrought steel.
• Meets ANSI/BHMA 156.16.

• Dimensions:
Plate: 1-9/16” x 1-3/8”
Projection: 5/8”
Strike: 1” x 3/4”

• Finish: F3.

Window Hardware
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581 Wardrobe Hook

• Compact hook is perfect where space is limited, such 
as behind doors where low profile is needed.
• Made from cast aluminium.

• Dimensions:
Base: 1-1/4” H x 1-1/4” W
Projection, Aluminium: 1-5/8”

• Finishes: A3, A92

059, 59 Hand Rail Bracket

• 059 made from cast aluminium 
• 59 made from cast aluminium.
• Large faceplate for secure attachment to wall.
• Features solid construction for increased strength.

• Dimensions:
059 Base: 2-1/4” H x 1-3/8” W
059 Base to Center of  Rail: 2-7/16”
59 Aluminium Base: 2-13/16” H x 1-1/2” W
59 Base to Center of  Rail: 2-3/4”

• Finishes:A3, A92

38 Wire Pull

• Made from wrought brass
• Furnished with a No. 8-32 machine screw, 1” 
long.
• Conforms to ANSI/BHMA A156.9 B22011 for 
brass,

• Dimensions:
Center-to-Center 4”
Overall Size 4-5/16”
Projection 1-5/16”

• Finishes: B10, B26D, B3

571 Coat & Hat Hook

• All-purpose hook in traditional design.
• Made from cast brass or cast aluminium
• Conforms to ANSI/BHMA A156.16 L13113 for brass and 
L33113 for aluminium.

• Dimensions:
Base: 1-3/4” H x 1-1/4” W
Projection: 3”

• Finish: MB3, A3

980 Storm Door Latch

• For wood storm doors 7/8” to 1-1/8” thick.
• Reversible: fits right or left hand, inswinging or outswing-
ing doors.
• Security lock feature operates from inside rose.
• Solid brass safety strike assures latching and is designed 
to
compensate for air pressure build-up between doors.
• Made from wrought brass.

• Dimensions:
Backset: 1-3/4”
Rose Diameter: 1-7/8”
Knob Diameter: 1-3/4”
Knob Projection: 2”
Lever Length: 1-3/4”
Lever Projection: 1-7/8”

• Finish: US3, US26D

059

 59 

582 Double Wardrobe Hook

• Compact double hook is perfect where space is 
limited, such as
behind doors where low profile is needed.
• Made from cast aluminium.

• Dimensions:
Base, Aluminium: 1-1/16” H x 1-3/16 W
Projection, Aluminium: 1-3/32”

• Finishes: A3, A92

Miscellaneous Hardware
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