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APPLICATION – For drawers, R.H. or L.H. doors with lipped/
overlay construction (straight cam) or flush construction 
(formed cam). For overlay application, the combined thick-
ness of  front and frame cannot exceed the cylinder length. 
Also see overlay detail at above right.
OPERATION – 90° cam turn on all locks. Key removable in 
both locked and unlocked positions.
KEYING – Will key together with all other disc tumbler locks 
using D8785 key blank. 
PACKAGING – Supplied with two keys, trim washer, spur 
washer (for wood), mounting nut and two cams.

Disc Tumbler Cylinder Cam Locks

Stocking Part #’s

• C8051-14A-KA-C346A (7/16”)

• C8051-14A-26D (7/16”)

• C8052-14A-KA-C415A (5/8”)

• C8052-14A-26D (5/8”)

• C8053-14A-KA-C346A (1-3/16”)

• C8053-14A-KA-C415A (1-3/16”)

• C8053-14A-26D (1-3/16”)

• C8054-14A-KA-C346A (15/16”)

• C8054-14A-KA-C415A (15/16”)

• C8054-14A-26D (15/16”)

• C8055-14A-KA-C415A (1-7/16”)

• C8055-14A-26D (1-7/16”)

Pin Tumbler Cylinder Cam Locks
APPLICATION – For drawer, R.H. or L.H. doors. C8103 and 
C8109 are for lipped or overlay construction. For overlay 
application, the combined thickness of  front and frame 
cannot exceed the cylinder length. Also see overlay detail 
below. The other locks are for flush application.
OPERATION – 90° cam turn, key removable in both locked 
and unlocked positions.
KEYING – Will key together with most other pin tumbler 
locks using D4291 key blank .
PACKAGING – Supplied with two keys, trim washer, spur 
washer for wood, mounting nut and two cams.

Stocking Part #’s

• C8102-04-KD (1-1/16”)

• C8103-04-KA915 (1-3/16”)

• C8103-04-KD (1-3/16”)

• C8106-04-KA915 (1-7/16”)

• C8108-04-KA107 (1-3/4”)

• C8108-04-KD (1-3/4”)

• C8109-04-KA915 (1-3/4”)

• C8109-04-KD (1-3/4”)
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Keyblanks
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