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The 1070 is a cast iron closer that fits the most 
common commercial footprint. This economi-
cal closer is designed for use on narrow 1-3/4” 
head frames.

Features & Benefits

• Cast iron cylinder offers proven
 durability
• Non-sized 1071 cylinders for interior doors to 
3´2˝ and exterior doors to 2´6˝
• Sized 1074 or 1075 cylinders for interior 
doors to 4´6˝ and exterior doors to 3´6˝
• Non-handed
• Closers to mount hinge side, top jamb, and 
parallel arm
• Size one cylinder meets ADA
requirements on a 3´0˝ interior door
• Features the most common footprint - retro-
fits are made easy
• Seven standard powder coat finishes avail-
able
• UL/cUL listed for self-closing, fire-rated, 
doors without hold open

Stocking Part #’s

• 1071-RW/PA-ALUM
• 1071-RW/PA-DKBRZ
• 1074-RW/PA-ALUM
• 1074-RW/PA-DKBRZ
• 1075-HW/PA-DKBRZ

• 1070-18PA-ALUM (Drop Plate)

• 1070-18PA-DKBRZ (Drop Plate)

• 1070-3049-ALUM (Hold Open Arm)

• 1070-3049-DKBRZ (Hold Open Arm)

The 1260 is designed to retrofit perfectly 
or meet the needs of  new construction. In 
fact, your 1260 can be practically custom 
built for your project’s unique demands.
LCN has built in a host of  features that just 
mightmake the 1260 the last closer you’ll 
ever need.

• Advanced V-Shield Seal for longer life 
and durability
• Meets ADA requirements
• Tested and certified under ANSI A156.4, 
Grade 1
•Spring Adjust Fits sizes 1-5, minimizing 
inventory
• Arms, Regular • Hold open 
• Mounting Type, Regular • Parallel Arm
• Easily retrofits to most common
commercial footprint

Stocking Part #’s

• 1261-RW/PA-ALUM
• 1261-RW/PA-DKBRZ
• 1261-HW/PA-ALUM (Hold Open Arm)

• 1261-HW/PA-DKBRZ (Hold Open Arm)

• 1260-18PA-ALUM (Drop Plate)

• 1260-18PA-DKBRZ (Drop Plate)
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The 4010 SMOOTHEE® is LCN’s
best performing heavy duty
closer designed specifically for
institutional and other rugged
high traffic applications.

• Standard 4010 series closer is shipped with 
regular arm, standard plastic cover, and self  
reaming and tapping screws. 
• Non-sized cylinder (4011) adjustable for interior 
doors to 4’6” and exterior doors to 3’6”.
• Closer mounts hinge side, specify right or left 
swinging door.
• Corner brackets available. 
• 4011 cylinder meets ADA requirements. 
• Standard or optional custom powder coat finish.
• The 4010 Series is UL and cUL listed with regu-
lar or fusible link arms for self-closing doors.
• Tested and certified under ANSI Standard 
A156.4, grade one.

Stocking Part #’s

• 4011-REG-ALUM-LH or RH
• 4011-REG-DKBRZ-LH or RH
• 4011-H-ALUM-LH or RH (Hold Open Arm)

• 4011-H-DKBRZ-LH or RH (Hold Open Arm)

• 4010-18-ALUM (Drop Plate)

• 4010-18-DKBRZ (Drop Plate)

The 4110 SMOOTHEE® is LCN’s best performing 
heavy duty closer designed specifically for
institutional and other rugged high traffic 
applications.

• Standard 4110 series closer is shipped with 
EXTRA DUTY arm, standard
plastic cover, 4110-201 FIFTH SCREW SPACER 
and self  reaming and
tapping screws.
• Non-sized cylinder adjustable for interior doors 
to 4’6” and exterior doors
to 3’6”.
• Closer mounts parallel arm, specify right or left 
swinging door.
• 4111 cylinder meets ADA requirements. 
• The 4110 Series is UL and cUL listed for self-
closing doors without holdopen.
• Tested and certified under ANSI Standard 
A156.4, grade one.

Stocking Part #’s

• 4111-EDA-ALUM-LH or RH
• 4111-EDA-DKBRZ-LH or RH
• 4111-CUSH-ALUM-LH or RH 
• 4111-CUSH-DKBRZ-LH or RH

• 4110-18-ALUM (Drop Plate)

• 4110-18-DKBRZ (Drop Plate)
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