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LOCKNETICS.

vy SCHLAGE

The Schlage King Cobra 9000 series locks are designed for use with aluminum doors that rely on various
latches and exit devices to secure the opening. These narrow stile door solutions can be used in any facility, on
any door where electronic access control is desired to simplify key control and increase the level of security. A
perfect solution for retail storefronts, restaurants, multifamily entrances and commercial office space. A great
security, convenience and performance upgrade from a reliance on mechanical keys or mechanical pushbutton
locks.

Technical Information: Programming Functions:

¢ Individual Codes: 120 individual users codes + credentials * Supervised Use (2-man rule) - requires two

* Battery Life: 40,000 cycles or 3 years, 4 AAA Batteries B codes/credentials to gain access

e Lever Mechanism: Vandlgard® clutching mechanism. =8 * One-time use - code is set up for one use, then
Levers operate independently. o it becomes invalid. Great for deliveries or service
« Operating Temperature: -20F to +130F* :cif. ¢ technicians.

* Warranty: 1 Year @: * Freeze/Lock-out — permanently locks keypad until

lock-out code is re-entered. Key pad can still beused
for program

* Toggle mode — unlocks the lock indefinitely
(passage)

* Pass through mode - overrides lock-out mode one

* Door Types: 1 3/4” thick aluminum doors
e Cylinder: 1 1/8” mortise cylinder (1 1/4” with collar)
* Mechanical Function: Classroom/Storeroom function
means you do not need a code or credential for egress
* Chassis: Patented heavy duty zinc die cast time
* EMI/RFI: Not impacted ‘ * Normal use (Default) - Momentarily unlocks for
* Buttons: 12 buttons, stainless steel relock delay
¢ Indicator Lights: Red and Green. Indicates activation. .
System Status, Errors and Low Power Stocking Part #

* KC9111-KD-626 « KC9111-KD-695

The Schlage King Cobra 5196 is designed for cylindrical and mortise door preps and can be used in any
facility, on any door where electronic access control is desired to simplify key control and increase the level
of security. A perfect solution for storage rooms, offices, teacher’s lounges, mechanical rooms, front and back
entrances, and changing rooms. A great security, convenience and performance upgrade from a reliance on
mechanical keys or mechanical.

* Backset: Works Adams Rite 4710 and 4730 5 i

Technical Information: Programming Functions:
* Individual Codes: 120 individual users codes + credentials * Supervised Use (2-man rule) - requires two codes/
* Battery Life: Cycles: 80,000 cycles or 3 years, 4 AA Batteries credentials to gain access

* Lever Mechanism: Vandlgard™ clutching mechanism. Levers
operate independently.

* Environmental Performance: -20°F to +130°F technicians
* Warranty: 1 Year )

« Latch Ty):aes: Cylindrical Latchbolt * Freeze/Lock-out — permanently locks keypad until

« Lock Prep: - Cylindrical: Standard ANSI 161 cylindrical prep for ~ lock-out code is re-entered. Keypad can still be

* One-time use - code is set up for one use, then it
becomes invalid. Great for deliveries or service

1-3/4” doors. 1-1/2” to 2” field adjustable. 1-3/8” with shim kit. used for programming

* Cylinder: Solid brass 6 pin mortise cyilnder with a Schlage * Toggle mode — unlocks the lock indefinitely
Everest C123 keyway keyed different with two 6 pin nickel silver (passage)

keys. Accomodates most mortise cylinders with a compatible * Pass through mode - allow access during lock-out

Schlage straight cam.

* 1-1/8” mortise cylinder (1-1/4” with blocking ring)

* Handing: Field Reversible levers

* Screws: High security spanner screws on inside escutcheon. No
exposed screws on exterior escutcheon.

* Mechanical Function: Classroom/Storeroom function means you
do not need a code or credential for egress

* Chassis: Patented heavy duty zinc die cast

mode
* Normal use (Default) - Momentarily unlocks for
relock delay

Stocking Part #

* Cylindrical Backset: 2-3/4” standard * KC5196x17xKDxSLB-605
e Cylindrical Latchbolt: 1/2” Standard

e Buttons: 12 buttons, stainless steel/zinc

¢ Indicator Lights: Red and Green. Indicates activation. System
Status, Errors and Low Power

* ANSI Standards: In testing for BHMA Grade 1
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