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FEATURES

• FACE PLATE – 1-1/4” X 5-7/8”
• DURABILITY – 500,000 Life cycles
• HOLDING FORCE – 1100 lbs.
• SCRATCH AND CORROSION RESISTANT
FACE PLATE
• NARROW STYLE – Face Plate 1-1/4” Wide
• SOLID CAST LATCH – Chrome Plated
Cavity Depth - 1/2”; Width - 9/16”;
Height - 1-3/8”
• NON-HANDED
• HEAVY DUTY LATCH SPRING
• MORTISE TYPE – Backset 1-9/16” Deep
• FAIL SECURE – (Standard Action) Unlocks
When Energized
• ONE-PIECE RELEASE MECHANISM –
(U.S. Patent #4,984,835)

Stocking Part #’s

• 001-US4-12VDC
• 001-US4-24VAC
• 001-US4-8-16VAC
• 001C-26D-8-16VAC

001 Electric Strike

APPLICATION

For use in new or replacement
installations in wood and metal
jambs. For use with locksets
having up to 5/8” throw.*

002 Electric Strike

APPLICATION

For use in new or replacement instal-
lations in wood and metal
jambs. Auxiliary lever ramps for
use with locksets which 
contain dead locking levers. Use with 
locksets having up to 5/8” throw.

FEATURES

• FACE PLATE – 1-7/16” X 7-15/16”
• DURABILITY – 500,000 Life cycles
• HOLDING FORCE – 1100 lbs.
• AUXILIARY LEVER RAMPS - 2-7/8”; –
For locksets with auxiliary dead locking 
levers
• SOLID CAST LATCH – Chrome Plated
Cavity Depth - 1/2”; Width - 9/16”;
Height - 1-3/8”
• NON-HANDED
• HEAVY DUTY LATCH SPRING
• MORTISE TYPE – Backset 1-9/16” Deep
• FAIL SECURE – (Standard Action) Unlocks
When Energized
• ONE-PIECE RELEASE MECHANISM –
(U.S. Patent #4,984,835

Stocking Part #’s

• 002-ALUM-24VAC
• 002-ALUM-8-16VAC

Finishes: US4 (Brass), US26D (Brushed Chrome), US32D (Stainless Steel)

Finishes: US4 (Brass), US26D (Brushed Chrome), US32D (Stainless Steel)
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Specifications:

• Face Plate 4-5/8” x 1-9/16”
• Mortise backset 1”
• Cavity depth 1/2”
• Cavity Width 5/8”
• Cavity Height 1-1/8”

Application:

For new or replacment 
installations in aluminum 
frames. Replaces Adams 
Rite 4730/4501 strike plate
with slight frame 
modification.

Stocking Part #’s

• 458-10B-LH
• 458-32D-LH
• 458-10B-RH
• 458-32D-RH

Application:

For new or replacemt 
installations in wood,
metal, and aluminium
frames. Use with 
cylindrical locksets having 
up to 5/8” throw based on 
1/8” door gap.

Specifications:

• Face Plate 4-7/8” x 1-1/4”
• Mortise backset 1”
• Cavity depth 1/2”
• Cavity Width 5/8”
• Cavity Height 1-1/8”

Stocking Part #’s

• 458-10B
• 458-32D
• 458-3

Specifications:

• Face Plate 3-3/4” x 1-1/4”
• Mortise backset 1”
• Cavity depth 1/2”
• Cavity Width 5/8”
• Cavity Height 1-1/8”

Application:

For new or replacemt 
installations in wood 
frames. Use with 
cylindrical locksets having 
up to 5/8” throw based on 
1/8” door gap.

Stocking Part #’s

• 334/03
• 334/26D

Finishes: US4 (Brass), US26D (Brushed Chrome), US32D (Stainless Steel)

Specifications:

• ANSI 2-3/4” Standard
• Face Plate 2-3/4” x 1-1/8”
• Mortise backset 1”
• Cavity depth 1/2”
• Cavity Width 5/8”
• Cavity Height 1-1/8”

Application:

For new or replacent 
installations in metal 
frames. Use with 
cylindrical locksets having 
up to 5/8” throw based on 
1/8” door gap.

Stocking Part #’s

• 234-10B
• 234-26D
• 234-3

3000 Series Electric Strike and FacePlates
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Specifications:

• Plug-In type / Tri Volt (AC)
• 120 volt primary AC
• 2”D x 3”H x 2-1/2”W
• 8VAC / 10VA / 1.25 AMPS 
• 16VAC / 10VA / .62 AMPS
• 24VAC / 20VA / .83 AMPS

5205 Transformer

Specifications:

• Clamp-On type / Tri Volt (AC)
• 120 volt primary AC
• 2-1/4”D x 2-3/16”H x 2-15/16”W
• Equipped screw bracket mounting 
clamp for 1/2” knockouts
• 8VAC / 10VA / 1.25 AMPS 
• 16VAC / 10VA / .62 AMPS
• 24VAC / 20VA / .83 AMPS

525 Transformer

Specifications:

• 2-3/4”L x 3/4”W x 5/8”H

Stocking Part #’s

• 66G (Gold with White bar)

• 66W (White with White bar)

66 Push Button

Accessories

• 1 note, 2 note or 8 note melody chime, field selectable 
• Wireless battery operated door contact switch A-23 battery (included) 
• Up to 100ft range 
• 128 selectable codes 
• Receiver plugs into 120 VAC outlet 
• Transmitter mounting hardware provided 
• Adjustable volume control UL, CUL, FCC, IC approved 

Door Chime

Stocking Part #’s

• 206-3
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